	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	10
	78.59.02.105.1
SS PLATE 16MM THK, 8' X 4' X 5 / 8" THK

SS PLATE 16MM THK a.Dimensions = 8# x 4# x 5/8# Thk. b.Material              =             SS310
	1.00
	PC
	

	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	
	c.MTC 3.1 will be required along with delivery.
	
	
	

	20
	78.59.02.106.1
SS PLATE 32MM THK, 8' X 4' X 1-1 / 4"THK

SS PLATE 32MM THK
a.Dimensions = 8# x 4# x 1-1/4# Thk. b.Material  = SS310
c.MTC 3.1 will be required along with delivery.
	1.00
	PC
	

	30
	78.59.02.107.1
SS PLATE 6MM THK, 8' X 4' X 1 / 4" THK

SS PLATE 6MM THK a.Dimensions = 8# x 4# x 1/4# Thk. b.Material  = SS310
c.MTC 3.1 will be required along with delivery.
	8.00
	PC
	

	40
	78.59.02.108.1
SS PLATE 10MM THK, 8' X 4' X 3 / 8" THK

SS PLATE 10MM THK a.Dimensions = 8# x 4# x 3/8# Thk. b.Material  = SS310
c.MTC 3.1 will be required along with delivery.
	2.00
	PC
	

	50
	78.59.02.109.1
SS ROD 19MM, 3 / 4" X 20' LONG

a.Dimensions = 3/4# x 20ft. Long b.Material  = SS310
c.MTC 3.1 will be required along with delivery.
	4.00
	PC
	

	60
	78.59.02.110.1
SS ROD 10MM, 3 / 8" X 20' LONG

a.Dimensions = 3/8# x 20ft. Long b.Material  = SS310
c.MTC 3.1 will be required along with delivery.
	1.00
	PC
	

	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	
	
	
	
	

	70
	81.03.61.001.1
ALLOY MACHINE BOLT WITH NUT 3 / 4" X 3"L

ALLOY MACHINE BOLT WITH NUT 3 / 4" a.Diameter = 3/4# diameter
b.Length  = 3# (Threaded Portion)
c.Material = SS310
d.MTC 3.1 will be required along with delivery.
	100.00
	PC
	

	80
	81.03.61.002.1
ALLOY MACHINE BOLT WITH NUT 5 / 8" X 3"L

ALLOY MACHINE BOLT WITH NUT 5/"8" a.Diameter = 5/8# diameter
b.Length  = 3# (Threaded Portion)
c.Material = SS310
d.MTC 3.1 will be required along with delivery.
	80.00
	PC
	

	90
	81.03.61.003.1
ALLOY MACHINE BOLT WITH NUT 7 / 8" X 3"L

ALLOY MACHINE BOLT WITH NUT 7/8" a.Diameter = 5/8# diameter
b.Length  = 3# (Threaded Portion)
c.Material = SS310
d.MTC 3.1 will be required along with delivery.
	40.00
	PC
	

	100
	81.03.61.004.1
ALLOY MACHINE BOLT WITH NUT 3 / 4" X 5"L

ALLOY MACHINE BOLT WITH NUT 5/"8" a.Diameter = 3/4# diameter
b.Length  = 5# (Threaded Portion)
c.Material = SS310
d.MTC 3.1 will be required along with delivery.
	50.00
	PC
	

	110
	81.03.61.005.1
ALLOY MACHINE BOLT WITH NUT M20
	30.00
	PC
	

	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	
	
ALLOY MACHINE BOLT WITH NUT M20 a.Diameter = M20 diameter
b.Length  = 2#/50mm (Threaded Portion)
c.Material = SS310
d.MTC 3.1 will be required along with delivery.
	
	
	

	120
	81.03.61.050.1
STUD BOLT WITH NUT M6

STUD BOLT WITH NUT M6 a.Diameter = M6
b.Length  = 70mm c.Material = SS310
d.MTC 3.1 will be required along with delivery.
	100.00
	PC
	

	130
	79.82.15.017.1
INCONEL WIRE, 1.5 MM DIAMETER (50 M ROLL

INCONEL WIRE, 1.5 MM DIAMETER
a.Diameter = 1.5mm b.Length  = 50m c.Material = Inconel
d.MTC 3.1 will be required along with delivery.
	1.00
	ROL
	

	140
	74.10.21.004.1
SS LINE PIPE 3 / 4" SCH-40 (6M LONG)

SS LINE PIPE 3 / 4" SCH-40 a.Diameter = 3/4" Sch. 40 b.Length  = 6m
c.Material = SS321
d.MTC 3.1 will be required along with delivery.
	1.00
	PC
	

	150
	74.10.21.005.1
SS LINE PIPE 2" SCH-80 (6M LONG)

SS LINE PIPE 2" SCH-80 a.Diameter = 2" Sch. 80 b.Length  = 6m
	1.00
	PC
	

	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	
	c.Material = SS321
d.MTC 3.1 will be required along with delivery.
	
	
	

	160
	74.10.21.006.1
SS LINE PIPE 16" OD (6M LONG)

SS LINE PIPE 16" OD a.Outer Diameter = 16" OD b.Average Wall Thickness=3/8" c.Length   = 6m
d.Material = SS321
e.MTC 3.1 will be required along with delivery.
	1.00
	PC
	

	170
	74.10.21.007.1
SS LINE PIPE 10" OD (6M LONG)

SS LINE PIPE 10" OD a.Outer Diameter = 10-3/4" b.Average Wall Thickness=3/8" c.Length   = 6m
d.Material = SS321
e.MTC 3.1 will be required along with delivery.
	1.00
	PC
	

	180
	74.10.21.118.1
PIPE DIA 10" ASME SA 335 GR.P11

SCH XS (12.70 THK),SMLS PIPE ASME SA 335 GR.P11
6 METER PIECE, BEVELED END WITH END CAP
	1.00
	PC
	

	190
	76.05.14.081.1
BUSH REDUCING MS SCR 1/2" x 1/4"

Carbon Steel Screwed API
CONFORMING TO ASTM A105N/ANSI B 16.11
	40.00
	PC
	

	200
	76.05.66.008.1
Dead Plug, PLUG MS SCR 1/2"

FORGED STEEL THREADED PIPE FITTING
	50.00
	PC
	




	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	
	HEXAGONAL HEAD PLUG

SPECIFICATIONS Diameter:   NPS 1/2"
Dimensions: As Per ASME B-16.11
Material:   ASTM A 105
	
	
	

	210
	76.05.70.081.1
RED. COUPLING MS SCR 1/2"x1/4" 3000 LB

FORGED STEEL THREADED PIPE FITTING REDUCING COUPLING

SPECIFICATIONS Diameter:   NPS 1/2" x 1/4" Rating:     3000 lbs
Dimensions: As Per ASME B-16.11
Material:   ASTM A 105
	20.00
	PC
	

	220
	76.05.84.108.1
TEE MS SCR 1/2" 3000 LB

FORGED STEEL THREADED PIPE FITTING EQUAL TEE

SPECIFICATIONS Diameter:   NPS 1/2" Rating:     3000 lbs
Dimensions: As Per ASME B-16.11
Material:   ASTM A 105
	20.00
	PC
	

	230
	75.72.14.142.1
DEADMAN BALL VALVE 1/2"

WITH TORQUE HANDLE
MAKE: NELES JAMESBURY (USA) SERVICE: LPG

NEW SPECS PROVIDED BY STATIONARY (MR WAHEED GUL)
THROUGH EMAIL DATED 22.02.2023

Size ½#, Dead man ball valve with TORQUE handle
	5.00
	PC
	

	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	
	assembly required, Ends : Female NPT ends, Seats: PTFE, Rating as per ASME B 16.34 , Testing as per API 598, Ball/stem material: 316SS, Body material: CF8M, Working steam
pressure-Psig : 150, Max shut-off pressure :
1000 psig@120 F , 100 psig @ 375 F,
Make: Neles Jamesbury (USA) or equivalent, Service : LPG , Material shall be as per LATEST standard/code. In case the latest standard/code is less than two years old,
the material shall comply to previous edition. Older material (Compliant to older editions of codes/standards) shall not be acceptable in any
case. Valve material shall comply to NACE MR-0175 and MR-0103. MTCs EN 10204: 3.1 of finished product along with hydrotest certificates of valves shall be provided with proper traceability of material
against MTCs. Material should be free from burrs, damages, dent, cuts, gouges & corrosion etc. Manufacturing date of valves shall not be older than 05 years.
	
	
	

	240
	75.72.14.144.1
DEADMAN BALL VALVE 3/4"

WITH TORQUE HANDLE
MAKE: NELES JAMESBURY (USA) SERVICE: LPG

NEW SPECS PROVIDED BY STATIONARY (MR WAHEED GUL)
THROUGH EMAIL DATED 22.02.2023

Size ¾#, Dead man ball valve with TORQUE handle assembly required, Ends : Female NPT ends,
Seats: PTFE, Rating as per ASME B 16.34 , Testing as per API 598, Ball/stem material:
316SS, Body material: CF8M, Working steam pressure-Psig : 150, Max shut-off pressure :
1000 psig@120 F , 100 psig @ 375 F,
Make: Neles Jamesbury (USA) or equivalent,
	5.00
	PC
	

	Sr. No.
	Material / Description
	Qty.
	Unit
	Unit
Rate

	
	Service : LPG , Material shall be as per LATEST standard/code. In case the latest standard/code is less than two years old,
the material shall comply to previous edition. Older material (Compliant to older editions of codes/standards) shall not be acceptable in any
case. Valve material shall comply to NACE MR-0175 and MR-0103. MTCs EN 10204: 3.1 of finished product along with hydrotest certificates of
valves shall be provided with proper traceability
of material against MTCs. Material should be free from burrs, damages, dent, cuts, gouges & corrosion etc. Manufacturing date of valves shall
not be older than 05 years.
	
	
	

	
	Grand Total :
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